
FIG.1MAXIMUM AVERAGE FORWARD CURRENT DERATING FIG.2TYPICAL FORWARD CHARACTERISTICS FIG.1MAXIMUM AVERAGE FORWARD CURRENT DERATING 
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FIG.2TYPICAL FORWARD CHARACTERISTICS 
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FIG.3MAXIMUM NON-REPEITIVE SURGE CURRENT 
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FIG. 4 TYPICAL REVERSE CHARACTERISTICS(per element)

�,�
5�

È
�,�

1�
6�

7�
$�

1�
7�

$�
1�

(�
2�

8�
6�

��5
�(

�9
�(

�5
�6

�(
���

&
�8

�5
�5

�(
�1

�7
���

��X
�$

���
�

PERCENT OF RATED PEAK REVERSE VOLTAGE (%)

2.5

5.0

15010050

10 1001

50

100

50.0 

5.0 

0.5

0.05

0.4 0.8 1.2

SS56L

SS54L-SS545L

SS515L-SS520L

AT =25ºC

SS58 L- SS510L

20 40 60 80 100

10
3

10
2

10
1

10
0

10
-1

T =25 CJ
O

T =100 CJ
O

�6�6�����/���7�+�5�8���6�6�������/



SS**SS**
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PACKING REQUIRMENTS 
 
 

Marking Code

Logo

=

=

**** **** = Date Code Marking

Print according to customer request

Carrier tape packing
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Outline Dimensions
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Important Statements and disclaimers.
Do not copy or modify file information without permission.

Xumao Micro reserves the right to modify this document and its products.

Specifications are available without prior notice.  Customer shall 。 obtain and 
confirm the latest product information and specifications prior to final design, 
purchase or use.
Xumao Micro does not assume any implied warranties, including warranties of 
fitness for special purposes, non-infringement and merchantability.

The products shown here are not designed and licensed for demanding 
equipment at a level of reliability or for human life and any life-saving related 
applications or life-sustaining, such as medical devices, transportation 
equipment, aerospace machinery, and so on.  Customers who use or sell these 
products for such applications do so at their own risk.

As Xumao Micro uses batch number as tracking benchmark, please prov�L�G�H��
�E�D�W�F�K���Q�X�P�E�H�U���I�R�U���W�U�D�F�N�L�Q�J���L�Q���F�D�V�H���R�I���H�[�F�H�S�W�L�R�Q��
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